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Взаимодействие узлов 
и деталей ходовых частей 
вагона
Самой нагружаемой частью в грузо-вом вагоне являются ходовые части . Они служат опорой экипажа на путь 
и обеспечивают безопасность движения 
железнодорожного состава . Конструкции 
ходовых частей многообразны, число мо-
делей превышает сотню . Ходовые части 
вагонов объединяют в самостоятельные 
узлы, называемые тележками .
За последние тридцать лет сформиро-
валась очевидная проблема российских 
железных дорог –  большие затраты на ре-
монт ходовых частей вагонов . ОАО «РЖД» 
тратит огромные деньги на решение проб-
лемы . Выделяют два направления: а) по-
крытие рельса смазочными материалами; 
б) увеличение твёрдости поверхности ка-
тания колеса . Но как показывает практика, 
это помогает мало, и тогда компании-соб-
ственники начинают закупать вагоны на 
более дорогих импортных тележках Barber 
S-2-R и Motion Conrol . У них увеличен 
межремонтный пробег, что и привлекает 
грузоперевозчиков .
1.
Принимая во внимание тот факт, что 
в эксплуатации на российских дорогах 
находится значительное количество теле-
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Рассматривается вариант модернизации 
тележки 18–100 грузовых вагонов за 
счёт установки направляющих роликов, 
которые сделают её раму более жёсткой. 
Проблема жёсткости трёхэлементной 
рамы давно является одной из базовых. 
Многие предлагали устанавливать 
поперечные связи, но такая конструкция 
была не всегда надёжна, поперечная 
связь зачастую просто деформировалась 
или ломалась, поскольку, помимо 
прочего, добавляла 150–200 кг 
к обрессоренной массе тележки. 
Другие рационализаторы на тележку 
ставили износостойкие, упругие 
элементы, колёсные пары с кассетными 
подшипниками. Подобные изменения 
в конструкции приводили к улучшению 
динамических показателей, но не решали 
главную проблему. В публикуемой статье 
ставится задача раскрыть новую идею 
модернизации тележки, которая призвана 
переломить тенденцию, обозначившую 
переход отечественных вагонов 
на тележки Barber S-2-R и Motion Control.
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жек типа 18–100 (более 2 млн), целесооб-
разно провести их модернизацию, чтобы 
сделать более конкурентоспособными 
(рис . 1) . Но для этого надо как минимум 
проанализировать причины частого ремон-
та отечественных тележек .
При движении тележки на кривом 
участке трассы внутреннее колесо проходит 
меньший путь, чем наружное, вследствие 
чего происходит проскальзывание . Умень-
шение проскальзывания достигается за 
счёт переменного диаметра поверхности 
катания колеса .
В результате при входе тележки на 
кривой участок пути  (рис . 2) первая по 
ходу движения колёсная пара своим на-
ружным колесом набегает на внутреннюю 
грань наружного рельса . Из-за этого 
между гребнем колеса и рельсом возни-
кает направляющее усилие, которое за-
ставляет поворачивать тележку . Такое же 
явление происходит со второй по ходу 
движения колёсной парой, только уже 
с её внутренним колесом [2] . И снова 
создаётся момент, который заставляет 
поворачивать тележку . При этом важным 
условием безопасного прохождении кри-
вой становится тот факт, чтобы момент 
поворота был больше момента сопротив-
ления повороту тележки . Причём сопро-
тивление повороту складывается из со-
противления в узле пятник-подпятник, 
в скользунах и сил трения в точках кон-
такта колеса и рельса .
Конструкция тележки 18–100 имеет 
нежёсткую раму из двух боковых рам 
и надрессорной балки, со связью в гори-
зонтальной плоскости . Эта связь создаёт-
ся за счёт поперечной жёсткости пружин-
ного комп лекта и горизонтальных сил 
трения в фрикционных гасителях колеба-
ний . Однако названные конструкционные 
особенности не позволяют раме сохранять 
прямоугольную форму . Не хватает жёст-
кости связи, не даёт должного эффекта 
установка боковой рамы на буксы с зазо-
рами между буксами и челюстным про-
ёмом в продольном и поперечном направ-
ленниях . Боковым рамам предусмотрено 
смещаться относительно друг друга на 
величину зазоров, в эксплуатации же сме-
щение достигает 30–35 мм .
Перекос боковых рам способствует за-
клиниванию гасителя колебаний, вслед-
ствие чего динамическая нагрузка на боко-
вую раму увеличивается и приводит к из-
ломам или трещинам .
Зазоры в надрессорном узле (между 
надрессорной балкой и колонками боко-
вых рам) играют существенную роль в об-
разовании и передаче горизонтальных 
динамических сил . По результатам испы-
таний значения занижения (завышения) 
клиньев практически не отразились на 
Рис. 1. Тележка 18–100 в плане.
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Рис. 2. Схема сил, действующих на буксовый узел первой колёсной пары при вписывании типовой 
тележки на кривом участке пути: а) наружный буксовый узел; б) внутренний буксовый узел.
Рис. 3. Тележка ZK-1.
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коэффициентах относительного трения, 
полученных при статических испытаниях 
рессорного подвешивания вагонов . Так, 
у тележек, имеющих почти предельное 
завышение клиньев, и тележек с занижен-
ными клиньями коэффициенты относи-
тельного трения были почти равными . 
Отсюда следует вывод, что для нормаль-
ной работы клиновых гасителей колеба-
ний необходимо обеспечить поперечную 
жёсткость и прямоугольность формы те-
лежки [2] .
Чрезмерное увеличение поперечных 
и радиальных зазоров в буксовом проёме 
уменьшает силы, которые создают момент, 
заставляющий тележку поворачивать во-
круг оси, что приводит к уменьшению 
нагрузки на подшипники . Но в то же время 
это увеличивает интенсивность виляния 
колёсных пар на прямом участке пути . 
С другой стороны, уменьшение попереч-
ного и продольного зазора в буксовом 
проёме ведёт к заклиниванию корпуса 
буксы в челюстном проёме, что вызывает 
перегрузку подшипников [2] .
Известно, что при движении тележки 
по кривой малого радиуса любое отклоне-
ние контура рамы от прямоугольной фор-
Рис. 4. Трёхэлементная тележка с установленной 
поперечной связью.
Рис. 5. Роликовые направляющие.
Рис. 6. Установка направляющих роликов на надрессорной балке.
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Рис. 7. Распределение напряжений при линейном контакте цилиндрического ролика.
мы приводит к увеличению радиальной 
нагрузки гребней колёс на рельс в шесть 
раз, а поперечные касательные силы в точ-
ках контакта колеса и рельса возрастают 
в четыре раза . Вследствие этого увеличи-
вается износ как рельса, так и поверхности 
катания колеса [2] .
Анализируя сказанное, можно предпо-
ложить решение проблемы за счёт включе-
ния поперечной связи между боковыми 
рамами . Один из вариантов поперечной 
связи реализован в тележке ZK-1 (рис . 3) .
Ещё один вариант был предложен ка-
федрой «Вагоны и вагонное хозяйство» 
РУТ (МИИТ) (рис . 4) . Модель удовлетво-
ряет всем критериям, однако применение 
трёхэлементной связи затрудняется спосо-
бом крепления и нуждается в доработке 
боковых рам .
Основными недостатками поперечной 
связи в эксплуатации было частое появле-
ние трещин в срединной части конструк-
ции и местах перехода от высокого борта 
к низкому, а также добавление к обрессо-
ренной массе тележки порядка 150–200 кг . 
Нарушение связи можно объяснить тем, 
что промежуток между поперечной связью 
и надрессорной балкой нередко бывает 
заполнен кусками руды, угля и камнями . 
В этом случае надрессорная балка нагру-
женного вагона опирается не только на 
рессорные комплекты, но и своей средней 
частью касается поперечной связи, приво-
дя к разрушению последней . То же самое 
наблюдается при компенсации действия 
суммарных продольных сил трения сколь-
жения .
2.
В своей статье я предлагаю иное реше-
ние проблемы –  установку роликовых на-
правляющих на скользунах надрессорной 
балки (рис . 5, 6), что позволит убрать не-
достатки поперечной связи, сохранив её 
положительные качества . Это обеспечение 
постоянной прямоугольной формы 
и уменьшение обрессоренной массы за счёт 
удаления поперечной формы .
Во-первых, возникающие силы между 
роликами надрессорной балки и направ-
ляющими поверхностями боковин компен-
сируют действие поперечных сил трения, 
которые возникают в момент поворота 
тележки в плане, и тем самым удаётся со-
хранить прямоугольную форму рамы .
Во-вторых, модернизация обеспечива-
ет улучшение горизонтальной динамики 
движения тележки в кривых участках пути, 
приводит к уменьшению углов набегания 
колёс и интенсивности износа боковой 
головки рельса и гребней колёс с одновре-
менным повышением безопасности дви-
жения . Закрепление роликовых направ-
ляющих выполняется при помощи двух 
валиков .
Геометрические размеры контактной 
площадки деформации направляющего 
ролика показаны на рис . 7 .
Половина ширины контактных площа-
док, образующихся в результате действия 
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силы Q, для сопряжённых поверхностей тел 
качения определяется по формуле:
( ) ( )
1
22 21 14 I II
I II
Q
b
l E E
ε ε
π ρ
  − −  = + 
∑     
,
где l –  длина контактной поверхности тел 
качения, мм; ∑ρ
н
, ∑ρ
в 
–  сумма кривизны, 
соприкасающихся поверхностей тел каче-
ния; ε
I, 
ε
II 
–  коэффициенты Пуассона для 
тел качения; Е
I
, E
II
 –  модули упругости для 
тел качения .
При условии, что материалы идентич-
ны, получаем:
( )21
1,6
Q
b
l E
ε
ρ
 −
 =
 ∑  
 .
Сумма кривизны ∑ρ характеризует гео-
метрическое соотношение соприкасаю-
щихся поверхностей элементов при линей-
ном контакте:
( )1
2
1D
ρ
γ
∑ =
−
,
где γ –  вспомогательная величина, учиты-
вающая соотношение геометрических 
размеров:
1
0
cosD
D
α
γ =  .
Приняв допущение о том, что второе 
тело является плоскостью (D
0
 = ∞), полу-
чаем:
γ ≈ 0;
Σρ = 2/D .
Нормальные напряжения в любой плос-
кости контактной площадки в зоне сопря-
жения ролика и направляющей поверхно-
сти соответственно равны:
[ ]
1
2 2
2
1  .
Q y
lb b
s s
π
  = − ≤  
   
Максимальное напряжение в плоскости 
контактной площадки образуется при 
(y = b) и будет равно:
[ ]2 ,max
Q
lb
s s
π
= ≤
где [s] –  допускаемое напряжение при 
расчёте тел качения на прочность, МПа .
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Background. The most loaded part in a freight 
car is associated with undercarriage parts. They serve 
as a support for a vehicle on a track and ensure safety 
of movement of a train. The designs of undercarriage 
parts are diverse, the number of models exceeds one 
hundred models. Undercarriage parts of cars are 
combined into independent units, called bogies.
Over the past thirty years, an obvious problem has 
emerged for the Russian railways that is  the high cost 
of repairing undercarriage parts of cars. JSC Russian 
Railways spends a lot of money to solve the problem. 
There are two directions: a) coating a rail with 
lubricants; b) increase hardness of a rolling surface 
of a wheel. But as practice shows, it helps a little, and 
then the companies-owners begin to buy cars on 
more expensive imported bogies Barber S-2-R and 
Motion Conrol. They have increased overhaul 
mileage, which attracts cargo carriers.
Objective. The objective of the author is to 
consider interaction of components and parts of 
undercarriage parts of a car and to suggest a new 
variant of its modernization using roller guides.
Methods. The author uses general scientific and 
engineering methods, comparative analysis, 
evaluation approach, mathematical method.
Results.
1.
Taking into account the fact that a significant 
number of 18–100 type bogies (over 2 million) are in 
operation on Russian railways, it is advisable to 
modernize them in order to make them more 
competitive (Pic. 1). But for this it is necessary at least 
to analyze the reasons for frequent repairs of 
domestic bogies.
When a bogie is moving on a curved section of 
the route, the inner wheel passes a smaller path than 
the outer one, as a result of which slippage occurs. 
The reduction in slippage is achieved by varying the 
diameter of the rolling surface of the wheel.
As a result, when a bogie enters a curved section 
of a track with a radius R (Pic. 2), the first set of 
wheels moves with its outer wheel onto the inner face 
of the outer rail. Because of this, a guide force Y1 
arises between the wheel flange and the rail, which 
causes the bogie to turn. The same phenomenon 
occurs with the second wheel set but concerning its 
inner wheel [2]. And again, a moment is created 
which makes the bogie to turn. In this case, an 
important condition for safe passage of the curve 
becomes the fact that the turning moment is greater 
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Pisarenko, Vadim V., Federal Agency for Railway Transport, Moscow, Russia.
Keywords: railway, freight car, bogie 18–100, modernization, guide rollers, dynamics, cross connection, 
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ABSTRACT
A variant of modernization of a bogie of 18–100 
freight cars through installation of roller guides, which 
will make its frame more rigid, is being considered. 
The problem of rigidity of a three-element frame has 
long been one of the basic ones. Many scientists 
suggested installing cross connections, but this 
design was not always reliable, the cross connection 
was often simply deformed or broken, because, along 
with other aspects, it added 150–200 kg to the sprung 
mass of the bogie. Others suggested to put on the 
bogie wear-resistant, elastic elements, wheel sets with 
cassette bearings. Such changes in the design led to 
an improvement in dynamic performance, but did not 
solve the main problem. In the published article, the 
task is to uncover a new idea of modernizing the bogie, 
which is intended to reverse the trend that marked the 
transition of domestic cars to Barber S-2-R and Motion 
Control bogies.
Pic. 1. Bogie 18–100 in the plan.
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Analyzing the above, we can assume a solution to the problem due to the 
inclusion of a cross connection between the side frames. One of the transverse 
coupling options is implemented in the ZK-1 bogie (Pic. 3). 
 
 
Pic. 3. Bogie ZK-1. 
 
Another option was proposed by the department Cars and car economy of 
MIIT (Pic. 4). The model will meet all the criteria, however, the use of three-element 
connection is hampered by the method of fastening and needs to have refined side 
frames. 
The main disadvantages of the transverse connection in operation were the 
frequent occurrence of cracks in the middle part of the structure and places of 
transition from the high side to the low side, as well as the presence of an additional 
100–200 kg bogie in the additional sprung mass. The breaking of the link can be 
explained by the fact that the gap between the cross link and the bolster is often filled 
with pieces of ore, coal and stones. In this case, the bolster of the loaded car rests not 
only on the spring sets, but also touches the transverse connection with its middle 
part, leading to the destruction of the former. The same is observed when 
compensating for the action of total longitudinal sliding friction forces. 
bolster 
cassette bearing 
center bowl liner 
elastic roller side 
bearing spring 
suspension 
rubber bumper 
wheel set 
adapter 
side frame 
brake beam 
support beam 
connecting 
rods 
than the moment of resis ance to th  bogi  turning. 
Moreover, the rotational resistance consists of 
resistance in the unit of the center plate-center pad, 
i  the side bearings a d the friction forces at the 
contact points of the wheel and the rail.
The design of the bogie 18–100 has a non-rigid 
frame of two side frames and a bolster, with a 
connection in the horizontal plane. This connection 
is created due to the transverse stiffness of the 
spring set and horizontal friction forces in friction 
vibration dampers. However, these structural 
features do not al low the frame to retain a 
rectangular shape. There is a lack of stiffness of the 
connection, the installation of the side frame on the 
Pic. 2. Diagram of the forces acting on the xle box of the first wheel set i  a curve w en fitting a typical bogie on 
a curved section of the track: a) outer axle box; b) internal axle box.
Pic. 3. Bogie ZK-1.
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Pic. 4. A three-piece bogie with an installed cross link.
Pic. 5. Roller guides.
Pic. 6. Installation of guide rollers on the bolster.
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axle boxes with gaps between the axle boxes and 
the jaw opening in the longitudinal and transverse 
directions does not give the proper effect. The side 
frames are provided to be displaced relative to each 
other by the amount of gaps, while in operation the 
displacement reaches 30–35 mm.
The skew of the side frames contributes to the 
jamming of the vibration damper, as a result of which 
the dynamic load on the side frame increases and 
leads to fractures or cracks.
The gaps in the sprung unit (between the bolster 
and the columns of the side frames) play a significant 
role in formation and transmission of horizontal 
dynamic forces. According to the results of tests, the 
value of understating (overestimation) of wedges 
practically did not affect the coefficients of relative 
friction obtained during static tests of the spring 
suspension of cars. So, in bogies with an almost utter 
overestimate of wedges, and bogies with low wedges, 
the coefficients of relative friction were almost equal. 
From this it follows that for the normal operation of the 
wedge vibration dampers it is necessary to ensure the 
transverse rigidity and squareness of the shape of the 
bogie [2].
An excessive increase in transverse and radial 
clearances in the axle box reduces the forces that 
create the moment, causing the bogie to rotate 
around the axis, which reduces the load on the 
bearings. But at the same time, it increases the 
intensity of wheel set wobble in the straight section of 
the track. On the other hand, a reduction in the 
transverse and longitudinal clearance in the axle box 
leads to a pinching of the axle box body in the jaw 
opening, which causes an overload of the bearings 
[2].
It is known that when a bogie moves along a small 
radius curve, any deviation of the frame contour from 
a rectangular shape leads to an increase in the radial 
load of wheel flanges on the rail six times, and the 
transverse tangential forces at the points of contact 
of the wheel and rail increase four times. As a result, 
the wear of both the rail and the rolling surface of the 
wheel increases [2].
Analyzing the above, we can assume a solution to 
the problem thanks to the inclusion of a cross 
connection between the side frames. One of the 
transverse coupling options is implemented in the 
ZK-1 bogie (Pic. 3).
Another option was proposed by the department 
Cars and car economy of RUT University (Pic. 4). The 
model will meet all the criteria, however, the use of 
three-element connection is hampered by the 
method of fastening and needs to have refined side 
frames.
The main disadvantages of the transverse 
connection in operation were the frequent occurrence 
of cracks in the middle part of the structure and places 
of transition from the high side to the low side, as well 
as the presence of an additional 100–200 kg bogie in 
the additional sprung mass. The breaking of the link 
can be explained by the fact that the gap between the 
cross link and the bolster is often filled with pieces of 
ore, coal and stones. In this case, the bolster of the 
loaded car rests not only on the spring sets, but also 
touches the transverse connection with its middle 
part, leading to the destruction of the former. The 
same is observed when compensating for the action 
of total longitudinal sliding friction forces.
2.
In my article, I propose another solution to the 
problem –  installation of roller guides on the side 
bearings of the bolster (Pic. 5, 6), which will remove 
the drawbacks of the cross connection, while 
maintaining its positive qualities. This is to ensure a 
constant rectangular shape and a reduction in the 
sprung mass by removing the transverse shape.
Firstly, the forces between the rollers of the bolster 
and the guide surfaces of the sidewalls compensate 
for the action of the transverse friction forces that 
occur at the time of the bogie turn in the plan, and 
thus it is possible to maintain the rectangular shape 
of the frame.
Secondly, the modernization provides an 
improvement in the horizontal dynamics of movement 
of the bogie in curved sections of the track, leads to 
a decrease in wheel attack angles and the intensity of 
wear of the side rail head and wheel flanges, while at 
the same time increasing traffic safety. Fastening 
roller guides is performed using two rollers.
The geometrical dimensions of the contact pad 
of the deformation of the guide roller are shown in 
Pic. 7
Pic. 7. The stress distribution at the linear contact of the cylindrical roller.
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The half width of the contact pads formed as a 
result of the action of the force Q for the mating 
surfaces of the rolling bodies is determined by the 
formula:
( ) ( )
1
22 21 14 I II
I II
Q
b
l E E
ε ε
π ρ
  − −  = + 
∑     
,
where l –  length of the contact surface of the rolling 
elements, mm; ∑ρ
n
, ∑ρ
v 
–  sum of the curvature of the 
contacting surfaces of the rolling elements; ε
I, 
ε
II 
– 
Poisson’s ratios for rolling elements; Е
I
, E
II
 –  elastic 
modul for rolling elements.
Provided that the materials are identical, we get:
( )21
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.
The sum of the curvature ∑ρ characterizes the 
geometric ratio of the contacting surfaces of the 
elements with a linear contact:
( )1
2
1D
ρ
γ
∑ =
−
,
where γ –  an auxiliary value, taking into account the 
ratio of the geometric dimensions:
1
0
cosD
D
α
γ = .
Conclusion.
Having accepted the assumption that the second 
body is a plane (D
0
 = ∞), we get:
γ ≈ 0;
Σρ = 2/D
Normal stresses in any plane of the pad in the area 
of the pairing of the roller and the guide surface are 
respectively equal to:
[ ]
1
2 2
2
1  .
Q y
lb b
s s
π
  = − ≤  
   
The maximum stress in the plane of the contact 
pad is formed at (y = b) and will be equal to:
[ ]2  .max
Q
lb
s s
π
= ≤
where [s] –  allowable stress when calculating rolling 
bodies for strength, MPa.
***
Information sources on this topic [1, 3–15].
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